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Kimseed Glass and 
Plate Storage Rack 

 
 

 
            
                                                                                       
 
 
 
 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

The Kimseed Glass and Plate Racks are designed to increase your factory Usable 
Space by up to 4 times. The Standard System is made of:  
 
2 End “A” Frames 
10 Racks 
 
 
 
Each “A” Frame can store 3 packs of glass. Each Rolling Rack holds 1 pack 
 
Units are design to move up to 800 mm to load or unload safely glass plates or other 
sheet material like:  MDF, Chipboard, Steel or Aluminium Sheets. 
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Technical  Specifications 
Kimseed Glass and Plate Storage Rack 

 
 
“A” Frames:  
 
Fully welded  50x50x5mm SHS Steel 
    
Dimensions: 2400 mm High by 3600 mm wide. 
 
Capacity: 10000 kg. 
 
 
Rolling Racks: 
 
Frame:  
 
Fully Welded 65x65x4 mm SHS 
Dimensions: 2400 mm High x 3600 mm Wide 
Rolling Section : 
 
Mounted on 100mm wheels with 25 mm Steel Shafts 
Shafts on 100x100x10 mm Angle 
Glass Support: 
 
On 150x50x5 mm bottom plate on 7 65x65x4 SHS Cross members 
 
Capacity: 4000 kg 
 
Incline 4 degrees 
 
Rack Support: 
 
65x65x4 SHS with a 90x10 Flat Steel Rolling track. 
 
 
                                                                                   
 


